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SEE RATINGS 
BELOW 

Each consists of component apparatus assembled in a molded housing and enclosed by a cover assembly. Intended to be attached 
to a printed wiring board. When the units are switched, a make-before-break condition exists. 

No. 62A: An eight section unbalanced attenuator having an input/output impedance of 600 +18, - 12 OHMS. Provides be
tween O to 16.5 dB of insertion loss in 0.1 dB steps. Pad accuracy for 1, 2, and 4 dB must be within ±0.03 dB with ±0 .07 dB 
maximum for any combination. The 8 dB pad must be within ±0.04 dB and have a maximum of ± 0.09 dB when in combi
nation with 1, 2, and 4 dB pads. The 0.1, 0.2, 0.4, and 0.8 d-B pads must be accurate to within ±0.02 dB with ±0.06 dB 
maximum for any combination . 

Contains five external leads; two inputs, two outputs, and a common unit to be mounted face up. 
Overall dimensions are approximately 1.150 inches long by 0.640 inch wide by 0.750 inch high. 
Initial use: D4 Special Service, D4F Maintenance Bank, MFT. 

No. 62B: A six section unbalanced attenuator having an input/output impedance of 600 +18, -12 OHMS. Provides between 
0 to 6.3 dB of insertion loss in 0.1 dB steps. Pad accuracy for the 0.1, 0.2, and 0.4 dB side will be ±0.02 dB with ±0.04 dB 
maximum for this side. The pad accuracy for the 0.8 and 1.6 dB will be ±0.02 dB, and the 3.2 dB pad will be within 
±0.03 dB. Maximum tolerance for any combination of 0.8, Ul, and !3.2 dR pads will he ::!:0.05 <In. 

Contains five external lead s ; two inputs, two output s, and a common unit to he :-;ide mounted. 
Overall dimen sions are approximately 1.150 inches long by 0.750 inch wide by (Ui40 inch high . 
Initial use : LT-1 Connector . 

Code No. 

62A 
62B 

Rating 

A. T.&T.Co.Std . 
,, C( 

Prir1t. N I i,1 I J.S .A 


