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NO. 719 TYPE CAPACITORS SEE RATINGS 
BELOW 

Stabilized high "Q" polystyrene capacitors potted with synthetic resin in a metal can . 
Have a negative temperature coefficient of capacitance of approximately 120 ppm/°C. 
Suitable for use on continuously applied potentials not exceeding 200 volts de at oper-

ating temperatures within the range of -40°C to +86 °C. Capable of withstanding 
lightning surges as high as 800 volts . 

Can be obtained in capacitance values over the range of 301 to 20,000 pF having a toler
ance as indicated in table. 

Nominal capacitance values, within the range and tolerance stated in table are selected 
from Catalog Cards No. 25 and 26, filed under Capacitors, using the preferred num
bers as the significant figures for the desired value or values that are available . 
The code number and nominal capacitance value must be shown in the order. 

Initial use: In No. 661C & D Filters of N2 Repeater and No. 680A Filter of L3 Super 
group. 

Code No. 

719A 
719B 
719C 
719D 
719G 

Tolerance 
(%) 

±1 
±2 
±5 
±0.5 
±10 

Rating 

A.T.&T.Co .Std. 
u " 
" ,. 
" " 

" 
(*) Maximum height is 0.40 inch for values up to and including 0.0100 µF and 0.70 

inch for values above 0.0100 µF, not including leads. 
CAUTION: Prolonged exposure of foil-polystyrene capacitors to temperatures above 

86°C is not recommended because of possible degradation of the dielectric properties. 
However, in certain manufacturing operations such as mass soldering, brief ex
posure to higher temperatures may be tolerated without serious loss of product 
reliability provided temperatures of the capacitor does not exceed 100°C. In every 
case, all available mean s should be taken to keep both time and elevated temperature 
to a minimum. 
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