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NO. 280G COIL CASE A.&M. ONLY 

Welded steel case having an asphalt coating and can be buried directly in the soil. For 
use in underground installations for carrier loading systems. Intended to contain the 
capacity of individual codes of loading coils or loading units specified in the table, or 
combinations of coils or units as indicated by footnote. 

Shipped filled with dry air at approximately nine pounds pressure and provided with 
an air valve in the stub cable. 

Equipped with a 10 foot tape armored No. 19 gauge stub cable with each pair of conduc
tors shielded. Can also be obtained equipped with stub cable 15 or 20 feet long when 
specified in the order. 

The stub cable is divided into four units which are individually shielded. The loading 
coils or units are assembled in two groups, known as the "A" or "B" groups. The 
code or codes of loading coils or units and the quantities in the "A" or "B" groups 
which may be contained in the case are given below. The required codes and quanti
ties of loading coils or loading units in the "A" or "B" groups must be specified in 
the order. 

Code 
No. 

280G 

Loading Units or 
Loading Coils 

(a) 8 

Capacity 

Code 

No. 711, 713, 714, 720 or 721 
Loading Coils or All, A13, 
A14, A20 or A21 Loading 
Units 

Loading Units or Load
ing Coils in Groups 
"A" "B" 

4 4 

(a) May also contain combinations of pairs of coils or pairs of units. Each pair must 
consist of two coils or two units of the same code. Only the following combina
tions can be used together: No. 711 and 713 coils, No. 720 and 721 coils, All and 
A13 units or A20 and A21 units. 

Property of the Western Electric Company, Inc . Printed In U.S.A. 


