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NO. IA AND 3A BA 'ITERY CHARGERS SEE RATINGS 

BELOW 

No. lA: Consists of a marked panel assembly containing component apparatus and a nine-foot long cord installed in a metal 
case . 

Intended to be used to charge the KS-20699 L3 battery used in the NT-1 subscriber unit. Has the capability of charging up 
to ten batteries concurrently in 20-22 hours at a continuous rate of 12.5 mA. Powered from the 120 volt ac line with a 
maximum drain of 32 mA. No damage will occur to a battery left in the charger for any extended period of time. 

Approximate overal dimensions are 15.500 inches long by 6.500 inches wide by 5.000 inches high. 

Initial use: Subscriber Loop Carrier-! (SLC-1). 

No. "3A: Consists of component apparatus assembled in a metal frame designed to mount into any standard 23 inch frame. 

Provides two outputs: ( 1) 48 volts at 0 to 6.50 amps to power an external load and (2) 64 volts at 0 to 2.50 amps to charge 
one or two 24 cell strings of sealed lead-acid batteries. Contains circuits to sense loss of ac power and to transfer the 
load to the batteries. When ac power is restored, circuits disconnect batteries and start their charging . 

Also has front panel plug-in mounting capability for the YLl circuit pack which provides power control for the unit. The 
YLl plug-in connector (No. 940A) provides interconnection between the circuit pack and the other large electronic com
ponents. Chassis mounted connectors provide external connections to the No. 128A apparatus mounting (battery 
shelf) and the No. lA power and jack panel. AC input power is accommodated by an ac inlet connector which accepts 
any standard ac extension cord. 

Approximate overall dimensions are 7 inches high by 23 inches wide (including mounting ears) by 12 inches deep. 

Initial use: Subscriber Loop Carrier 96 ( SLC-96) Remote Terminal. 
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