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SEE RATINGS 
BELOW 

No. 600D: Same as No. 500A except it consists of six NPN transistors each with a peak hFe at Ir = 4.0 mAdc. These devices are 

interco .nnected at three differential pairs. 
No. 600E: Same as No. 500A except it consists of five independent low-power NPN transistors each with a peak hFe at le = 4.0 

mAdc. The elements of each transistor are brought out individually to the beams. 

No. 500F: Silicon integrated circuit characterized as a voice-frequency operational amplifier. Intended for general purpose use 

where external compensation or no compensation is desired. Optimized for use with ±12 volt power supplies, but may be 

used over the range of ±8.0 Vdc to ±16 Vdc. 
This device has short-circuit protection, offset voltage null capability, and large common-mode and differential voltage ranges. 

With ±16 volt power supplies it has a minimum open-loop voltage gain of 26,000; a maximum input offset voltage of 4.6 

mVdc; a maximum input bias current of 400 nAdc; and a maximum input offset current of 80 nAdc. With an Rt of 10 

KOHMS, the minimum output voltage swing is ±13 volts; and with an Rt of 200 OHMS, it has an output current capability 

of ±12 mA. Maximum power supply current is 1.85 mAdc at ±15 Vdc. 

No. 600G: Same as No. 600F except is optimized for use with ±6.0 volt power supplies but may be used over the range of ±6.0 Vdc 

to ±9.0 Vdc. 
This device has short-circuit protection, offset voltage null capability, and large common-mode and differential voltage ranges. 

With ±9.0 volt power supplies, it has a minimum open-loop voltage gain of 26,000; a maximum input offset voltage of 4.6 

m V de; a maximum input bias current of 400 nAdc; and a maximum input offset current of 80 nAdc. With an Rt of 10 

KO HMS, the minimum output voltage swing is ±7.0 volts; and with an Rt of 200 OHMS, it has an output current capability 

of ±12 mA. Maximum power supply current is 2.2 mAdc at ±9.0 Vdc. 
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