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Each is a silicon integrated circuit consisting of two or more chips encapsulated in a 16-lead dual-in-line package. Each chip is 
characterized as a voice-frequency operational amplifier with internal compensation. 

No. 559A: Consists of three No. 501 chips each functioning as independent operational amplifiers intended for general purpose 
active filter applications. Designed for optimum performance with ±12 volt power supplies but may be used over the 
range of 8.0 Vdc to ±15 Vdc. Each amplifier has independent power supply connections and features short-circuit protec
tion and common-mode and differential voltage ranges. With ±15 volt power supplies, each amplifier has a· maximum 
input offset voltage of 4.5 mVdc, a maximum input bias current of 400 nAdc, and a maximum input offset current of 80 
nAdc. With a load resistance of 10 KOHMS, the minimum output swing is ±13 volts; and with a load resistance of 200 
OHMS, the output current capability is ±12A. The maximum power supply current is 1.85 mA at ±15 Vdc for each 
amplifier. 

Initial use: Calling Line Identification (CLI), Centralized Automatic Remote Office Testing (CAROT), Remote Office Test 
Line (ROTL), Peak-to-Amplitude Ratio (PAR), V4 Repeater, and Data Set No. 202S. 

No. 559B: Consists of three No. 501D chips each functioning as independent operational amplifiers intended for general purpose 
active filter applications. Designed for optimum performance with ±6 volt power supplies, but may be used over the 
range of ±5.0 to ±9 Vdc. Each amplifier has independent power supply connections and features short -circuit protection 
and large common-mode and differential voltage ranges. With ±9 volt power supplies, each amplifier has a maximum in
put offset voltage of 4.5 mVdc, a maximum input bias current of 400 nAdc, and a maximum input offset current of 80 
nAdc. With a load resistance of 10 KOHMS, the minimum output swing is ±7 volts; and a load resistance of 200 OHMS, 
the output current capability is ±12 mA . The maximum power supply current is 2.20 mA at ±9 Vdc for each amplifier. 

Initial use: Multifrequency Test Set . 

Code No. Comcode Rating 

559A 102 215 159 A.T.&T.Co.Std. 
559B 102 231 107 " " 
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