
MARCH 31, 1987 NO. 310 TYPE CONNECTORS 
(Card No. 1) 

Each is a completely enclosed, molded plastic unit which measures 9.375 inches high by 4.000 inches 
wide when No. 3- or 4-type protector units are installed (not furnished, must be ordered 
separately), and extends 7.000 inches outward from a frame vertical. 

Equipped with 100 groups of five socket-type protector unit terminals on the left side panel. Four of 
these provide contact for tip and ring connections. The fifth terminal provides an electrical 
ground connection and serves as a polarizing feature . 

Test terminals, arranged in a 100-pair group, face the front and are located to the left of the 
cross-connect field and are accessible from the front of the connector for attaching the test 
connector. 

All except No. 310El -100 are equipped with either two 50-pair or one 100-pair stub cable which are 
standard factory-connected, color coded, consisting of No. 22- or 24-gauge tinned-copper 
PVC-insulated conductors, a mylar-type core wrap, a corrugated aluminum shield under an 
outer PVC sheath, and an aluminum moisture plug at the terminated end of the stub cable. 
Both the No. 22- and 24-gauge stub cables have a light olive-gray sheath and can be identified 
by a red or white binder, respectively, around the core wrapper. 

Stub cables are available in standard 30-, 50-, 80-, 100-, 150-, or 200-foot lengt hs. 
Initial use: Conventional Distribution Frames . 

No. 310A2-100 and No. 310B2-100 : Contain a stub cable swivel arrangement which allows the stub 
cable to be oriented in either an up or down mounted position. 

No. 310Bl-50 and No. 310D1-50: Equipped with two factory connected 50-pair stub cables. 
No. 310M-Al -100 and 310M-El -100: Same as No. 310A2-100 and 310El -100, respectively, except 

incorporate an angled mounting bracket which positions the unit 12.5 degrees to the right, 
and from the plane, of the vertical framework member. 
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