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Three-conductor textile covered cords. 

P3AH: Consists essentially of two coaxial cables .. The inner con
ductors of the cables have waterproof insulation and form two 
conductors of the cord. The outer conductors of the cables 
fonn the third conductor of the cord. 
Equipped at each end with a No. 408A plug. 
The center contacts of the plug fingers on the notched side of 
each plug are connected together by one of the inner conduc
tors and the center contacts of the plug fingers on the un
notched side of each plug are connected together by the other 
inner conductor. The outer contacts of all of the plug fingers 
are connected together by the outer conductors of the cables. 
Intended for use in video tran smis sion circuits of television 
systems. 

P3AJ: Has tin se l conductors with waterproof insulation. 
Arranged for a No. 310 plug at each end. 
Forms part of the No. 3P36A, 3P36B, 3P36C and 3P36D 
cords, for patching in the J68832 voice frequency channel 
patch bays of broad band, C, H, N and O carrier telephone 
syste ms. 

Code 

P3AH 
P3AJ 

Color 

Black 
Red-slate 

Replace s Rating 

P3AB A.T.&T.Co.Std. 
" " 

( ,:, ) 2 ft., 6 ft. and 10 ft. cords can also be obtained when specified. 
( -t) 15 ft., 20 ft., and 25 ft. cords can also be obtained when 

specified. 
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