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Two-conductor, black nylon-covered cords with tinsel conductors having water 
proof insulation . 

W2CJ : Free conductors at tool ends are held together with two sliding fiber sleeves. 
Forms part of 2W 41A cord. 

W2CK: Forms part of 2W38A cord. 
W2CL: Equipped with a KS-8010 L2 switch and a 1200 OHM resistor. The resistor 

is housed in the switch and is inserted into the red conductor circuit when 
switch is opened. Can also be obtained with a 900 OHM resistor when speci
fied in order. 

Forms part of 2W39A, 2W 40A, and 2W 45A cords when furnished with a 
1200-OHM resistor .. 

Forms part of 2W39B and 2W 40B when furnished with a 900-OHM resistor. 

Arranged for 
Code Plug Tools 

(a) (e) W2CJ 360A & B 
(e) W2CK (d)310 

(g)(b)(c)(e)(f)W2CL 240A, B or H 

(*) 10 ft. cord can also be obtained when specified. 

Jacks 
471A 
471A 
471A 

Rating 
A.T .&T.Co.Std . 
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(a) When ordered equipped with tools, the No. 360A and 360B will be connected 
to the red and black conductors, respectively. 

(b) When ordered equipped with a No. 240A or 240H plug, terminals 1 and 2 (con
sidering the terminal nearest the head of the clamping screw as terminal 1) 
will be connected to the red and black conductors, respectively. The other 
two terminals of the plug will be strapped together. 

(c) The shanks of the cord tips at the plug end are insulated. 
(d) Tip and ring connections only. 
(e) When ordered equipped with a No. 471A jack, the red conductor will be con

nected to terminal 1 and the black conductor to terminal 2 on the jack. 
(f) When ordered equip .ped with a No. 240B plug, terminals 2 and 6 (considering 

the terminal nearest the head of the clamping screw as terminal 1) will be 
connected to the black and red conductors, respectively. Terminals 3 and 4 
will be strapped together. 

(g) Red conductor connected to switch with two No. 134 cord tips . 
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