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Three-conductor nylon covered cords. 
W3AR: Consists of a tinsel conductor having PVC insula

tion with red nylon covering and a No. 25 A WG 
stranded copper conductor having vinyl insulation with 
a copper shield and a gray vinyl jacket . The shield 
forms the third conductor. 

At test clip end, the red conductor is equipped with a 
Mueller Electric Co. No. 27 Universal test clip having 
a No. 29 black insulator . 

Plug end is equipped with a No. 347 type plug. The gray 
conductor is connected to the tip of the plug, and the 
red conductor and shield conductor are connected to the 
sleeve of the plug . 

Initial use: With a capacitance probe in conjunction with 
the A T-8121L2A Transmitter and the A T-8121L3A 
Receiver. 

W3AT: Has tinsel conductors with PVC insulation and nylon 
covering. 

Plug end A is arranged for a No. 310 plug . 
Plug end B is equipped with a P-18E770 plug. The black 

conductor is terminated at the terminal which is con
nected to the plug shell, and the red conductor is ter
minated at the other terminal. The white conductor 
passes through a hole in the side of the plug and is 
equipped with a Mueller Electric Co. No. 30 minigator 
clip having a No. 32 insulator. 

Initial use: With the Bl Data Carrier Terminal. 
Code Color Rating 

W3AR Black A.T.&T.Co.Std . 
W3AT Slate Mfr. Disc. 

(*) The length of the free conductors on the tool end and 
test clip end is considered the length of the cord . 
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