
FEBRUARY 28, 1979 NO. 2870Al-50 DIAL A.T.&T.CO. 
STANDARD 

Consists of a No. 870ADJ1-50 and No. 870AlU -50 (ivory) housings, a 
No. 2870Bl-122 face olate and a dial base assemblv which includes 
a No. 35AG3A TOUCH-TONE® dial, a No. 2870B memory (in
cludes button field), a KS-20390 L4 battery pack, a line-sensing 
relay, a power supply printed wiring board, an M2SL-87 power 
cord, a Dl0U-87 :ffiOUnting cord and directory sheet set (2). 

An adjunct version of the TOUCH-TONE, TOUCH-A-MATIC® reper
tory dialer . The dial is factory wired as an adjunct dialer to pro
vide manual · and repertory TOUCH-TONE dialing service when 
interfaced with a telephone set. 

Capable of storing thirty-two IS-digit telephone numbers. Thirty-one of 
the positions may be recorded and erased at will. The thirty-second 
position is a scratch pad memory (last number dialed) into which 
the last telephone number manually dialed on the adjunct manual 
dial is automatically stored. 

Depression of a button in the repertory button field will result in the 
automatic dialing of the telephone number stored in that position. 
The associated telephone set may be operated in the normal man
ner. In the event of commercial power failure, dialing from the 
adjunct will be precluded, although the stored telephone numbers 
will be retained for a minimum of 24 hours. 

A No. 95B1 power unit (for operation of the automatic dialing feature) 
is required and must be ordered separately. 

Dials are furnished from the factory equipped with a -50 (ivory) hous
ing only. However, housings are available in -3 (black), -51 (green), 
-58 (white), and -60 (light beige) when specified in order. 

For additional information, refer to BSP 501-164-201. 
Approximate overall dimensions are 10.00 inches wide by 3.60 inches 

deep by 8.80 inches long. 
Initial use: Adjunct TOUCH-A-MATIC applications for TOUCH

TONE Dial Telephone Sets. 
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