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NO. 619 TYPE FILTERS SEE RATINGS 
BELOW 

Unbalanced filters intended to operate between sending and receiving resist
ances of 600 OHMS. 

Each consists of capacitors and inductors mounted on a printed wiring board 
and assembled in a metal can. 

Closest recommended mounting centers are 1.650 by 6.990 inches. 
No. 619G thru N: Each consists of a low-pass filter section and two or three 

bandpass filter sections. 
For the low-pass filter sections each is intended to pass frequencies below 

2250 Hz. Terminals 7 and 8 are the input and 8 and 9 are the output 
terminals. 

For the bandpass filter sections each is intended to pass a baud of frequencies 
250 Hz wide centered at the midband frequency as indicated in the table 
below. 

No. 619S: Consists of two bandpass filter sections intended to pass a band of 
frequencies 300 Hz wide centered at the midband frequency as indicated 
in the table below. 

Midband Frequencies of 
Passband Sections 

Code (Hz) Replaces 
No. (A) (B) (C) No. Rating 

619G 740 740 740 619A A.T.&T.Co.Std. 
619H 1217 1217 1217 619B " " 
619J 1695 1695 1695 619C " " 
619K 2172 2172 2172 619D " " 
619L 2650 2650 2650 619E Mfr. Disc. 
619M 3127 3127 3127 619F " " 

(d)619N 2172 - 740 - A.T.&T.Co.Std. 
(e)619S 1170 2125 - - Mfr. Disc. 

(a) Terminals 1 and 2 are the input, and 2 and 3 are the output terminals. 
(b) Terminals 4 and 5 are the input, and 5 and 6 are the output terminals. 
(c) Terminals 10 and 11 are the input, and 11 and 12 are the output terminals. 
(d) There are no electrical connections to terminals 4, 5 and 6. 
(e) T}).ere are no electrical connections to terminals 7, 8, 9, 10, 11 and 12. 
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