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Unbalanced filters, each consisting of apparatus such as cap_acitors and inductors assem
bled in a hermetically sealed metal can. No. 631A, D & E contain apparatus mounted 
on a printed wiring board. 

Closest recommended mounting centers are 1.688 inches by 1.688 inches. 
No. 631A: Band-elimination filter intended to operate between sending and receiving 

resistances of 600 ohms. Intended to attenuate a narrow band of frequencies cen
tered at 620 cps by at least 85 db. Terminals 8 & 2 are the input and 1 & 2 are the 
output terminals. Terminal 2 is electrically connected to the can. · Terminal 4 is 
an output tap which permits passage of a 620 cps signal. 

No. 631C: Bandpass constant-resistance filter intended to operate between sending 
and receiving resistances of 600 ohms. Intended to pass a band of frequencies 
from 1000 to 2800 cps. Terminals 1 & 2 are the input and 3 & 2 are the output 
terminals. Terminal not designated is electrically connected to the can . 

No. 631D: Contains two low-pass filter sections. One section operates between a 
sending resistance of O ohms and a receiving resistance of 2200 ohms. Intended 
to pass frequencies up to 1200 cps and provide a 58 db suppression at 8000 cps. 
Terminals 6 & 5 are the input and 1 & 5 are the output terminals. 
The other section operates between a sending resistance of 2200 ohms and a re
ceiving resistance of 300 ohms. Intended to pass frequencies up to 8700 cps and 
provide a 30 db suppression at 5600 cps. Terminals 8 & 2 are the input and 4 & 2 
are the output terminals. Terminal 7 is electrically connected to the can. 

No. 681E: Same as No. 631A except uses KS-16710 L2 terminals. 

Code No. Fig No. Rating 

631A l Mfr.Disc. 
6810 2 A.T.&T.Co.Std. 
631D 8 " " 
631E 4 Mfr.Disc. 
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