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No. 698A: Consists of component apparatus assembled in a moisture
resistant metal can. 

Balanced bandpass filter designed to operate between sendinf and 
receiving resistances of 136 OHMS, /assing the band o fre
quencies between 64 to 100 kHz an attenuating frequencies 
below 60 kHz by more than 67 dB and above 104 kHz by more 
than 60 dB. 

Terminals 1 & 2 are input, and terminals 4 & 6 are output. Ter
minal 3 is internally connected to filter ground and not to the 
case . 

Closest recommended mounting centers are 2.768 inches by 6.624 
inches . 

No. 698B: Balanced bandpass filter designed to operate between send
ing and receiving impedances of 136 OHMS. 

Will pass frequencies between 830.6 kHz to 646 kHz while pro
viding some vestigial shaping symmetrical about the carrier 
frequency of 618 kHz. 

FrequeJ;lcies below 304 kHz and above 660 kHz, and the voice fre
quency channel 312 to 316 kHz are attenuated by at least 62.6 
and 60 dB, respectively. 

No. 698C: Same as No. 698B except frequencies below 316 kHz and 
above 660 kHz are attenuated by at least 32.6 dB when used in 
conjunction with two No. 4146A networks. 

No. 698D : Same as No. 698A except passes a band of frequencies be
tween 62 to 103 kHz. Attenuates frequencies up to 60 kHz by 
a minimum of 66 dB and beyond 106 kHz by a minimum of 60 
dB. 
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