
DECEMBER 15, 1976 NO. 1553 TYPE INDUCTORS 
(Card No. 2) 

SEE RATINGS 
BELOW 

No. 1553D: Consists of windings on a silicon steel core and potted in a metal can. 
With 0.25 volt, 200 Hz applied to terminals 1 and 8 with terminals 4 and 5 connected together and with 0.250 ampere lie flow

ing, the inductance is 3.75± 0.25 millihenrys. 
There are no electrical connections to unnumbered terminals. 

No. 1553E: Consists of a winding on a permalloy core and potted in a metal can . 
With 10.0 volts, 200 Hz applied to the winding, the inductance is 180± 20% henrys. 

No. 1553F: Consists of a winding on a silicon steel core and potted in a metal can. 
With 0.05 volt, 1000 Hz applied to winding (1-2) and with 2 amperes de flowing, the minimum inductance is 0.18 millihenry. 

There are no electrical connections to terminal 3. 
No. 1553G: Consists of a winding on a permalloy core, potted in a metal can. 

With 1.9 volts, 300 Hz applied to winding (1-2) and with 50 ma de flowing, the nominal inductance is 3.3 henrys. 
No. 1553H : Consists of a winding on a permalloy core, potted in a metal can. 

With 3.0, 200 Hz applied to winding s (1-8) (2-7) with terminal 8 connected to terminal 2 and with 60 ma de flowing, the mini 
mum inductance is 2.25 henry s. There are no electrical connections to terminals 3, 4, 5, and 6. 

No. 1553J : Consists of a winding on a silicon steel core, potted in a metal can . 
With 0.5 volt 200 Hz applied to winding (1-8) and 2.0 amperes de flowing, the nominal inductance is 3.3 mH. There are no 

electrical connections to terminals 2, 3, 4, 5, 6, & 7. 

Dimensions 

Code Fig, 
(Inches) 

No, No. A B 

1553D 3 0.533 0.383 
1553E 4 0.533 0.383 
1553F 5 0.633 0.383 

(a)1553G 4 0.633 0.383 
(b)1553H 6 0.533 0.383 

1553J 6 0.533 0.383 

(a) The can provides magnetic shielding . 
(b) Terminal 1 is marked with a white dot, 
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