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No. 514A: Triple coaxial type jack. 

NO. 514 TYPE JACKS 
(Card No. 3) 

SEE RATINGS 
BELOW 

The upper finger serves as a monitoring jack. 
One end of each jack finger is arranged for use with No. 358A or similar type plugs. The other end of the two lower fingers 

is arranged for solderless shield connection to two No. 728A cables by means of sleeves which are furnished as loose 
parts with the jack. 

The inner contacts of the two lower fingers are electrically common. When a plug is inserted into either of the two lower 
jack fingers, the electrical connection between the center contacts is broken, and the center contacts of the other finger 
are shunted through a resistor to the outer contacts. When plugs are inserted into both of the two lower jack fingers, 
the electrical connection between the center contacts is broken. 

Equipped with a cover. 
Provided with mounting screws. 
Intended for use in the TH Radio Systems. 

No. 514B: Same as No. 514A except that the resistor is omitted. 
No. 514C: Same as No. 514A except that the resistor, the capacitor, the sleeves, and the cover are omitted. 
No. 514D: Same as No. 514A except the resistor, the capacitor, and the cover are omitted, and is arranged to accept three No. 

730A cables. Also provided with three KS-15712 L20 outer sleeves, which are shipped loose. 
No. 514E: Similar to No. 514D except the three terminals on the body assembly have been omitted. Arranged to connect to 

a No. 760A cable and a KS-19224 L2 cable. Also provided with KS-15712 L20 & L22 outer sleeves and a terminal block 
and mounting screws which are shipped loose. ------------------------

Code No. Rating 

614A A.T.&T.Co.Std. 
614B " " 
514C " " 
514D " " 
514E " " 
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