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NO. 630 TYPE KEYS 

(Card No. 3) 

Push-to-lock, push-to-release keys. Provided with palladium silver alloy 58578 contact metal except as noted in table. 

Equipped with a square-button plunger and retainer having a clear plastic lens. Can be obtained with a green, red, or yellow 

lens when specified in the order . 
Arranged to accommodate a KS-20221 designation card, which is not furnished and must be ordered separately. 

As an added feature, if a colored signal is required when the lamp is on, an amber, green, or red filter may be specified in the order 

for insertion under the designation card. This is generally recommended for white key s only. 

Arranged for but not equipped with an A3, B2, or Ml lamp for button illumination . 

Arranged to mount on a 0.312 inch keyshelf equipped with a 0.062 inch ma sk (or any other mounting surface totaling 0.375 inch 

thickness). 
Terminals are arranged for solderless wrapped connections . 

Provided with mounting screws. 

Closest recommended horizontal and vertical mounting centers with mounting holes 45 • from the horizontal are 1.125 inches for 

No. 630F, G, H, P, Y, AA, AC, AD & AG types, and 1.00 inch for No. 630A, B, C, D, E, J, K, N, R, T, U, W, AB, AE & AF 

types. When No. 630Cl, C2, C4, and N4 are mounted in two or more rows horizontally or vertically, the closest recommended 

mounting centers in either the horizontal or vertical direction is 1.125 inches, and 1.00 inch in the perpendicular direction. For 

all No. 630 type keys, when associated with the No. 624 E, F, M, & N type keys or any key with four or more contact springs 

on one side of the plunger, the closest recommended centers are 1.125 inches minimum. 
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