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CATALOG NO 904 

UNIVERSAL TYPE KEYS 

Universal type keys are arranged to mount in a universal type key shelf, which in

stead of being drilled and tapped for a definite location for each key, is provided with two 

mounting slots running lengthwise of the key shelf and registering with mounting stud■ at 

each end of the key. , 

The keys with the exception of thc,se with modified bases, as explained below, consist 

of a base with a hard rubber top and one or more key units. The various combinations ·of 

springs together with a lever or a plunger assembled in their individual JPOUnting form the 

key units which mount and are removable as units . Two types of units have been developed 

-one in which the springs are operated by a lever and the other in which the springs are 

operated by a button. The key base instead of being drilled for mounting screws, is provided 

with mounting studs, one at each end, which register with the key shelf slots and the key 

is clamped in place by means of screws and washers associated with these mounting studs. 

The bases are furnished in three lengths and are arranged to accommodate the various 

combinations of units required. . 
In coding these keys they have been divided into three types according to the length 

of the _base: A type, 7½ in.; B type, 4-9/16 in.; C type 2¾ in. 
Each of -these three types are further classified according to the type of units for 

which the base is arranged: Al, A2, A3, Bl, Cl, etc., as shown on the descriptive cut. 

Although keys of the types illustrated are arranged for a maximum equipment, as shown, 

the individual keys as coded have only such equipment as required. · 

Following the first letter and number, it will be noted by rehrring to the complete · 

codes on the individual keys that an additional letter or letters are shown. These designa

tions are applied to the keys in the order of their development, and together with the two 

preceding characters designate the complete keys. 
It will be noted from the information on the individual keys that 'the key units as des

cribed above have also been coded. This is only as a convenience for reference purposes and 

it is the plan not to issue separate catalog cards on the units. However, key units can be 

furnished separately if required, but when ordered, the )cey on which they are to be used, 

should be specified so that the springs can be properly adjusted. See card under heading 

"KEY UNITS." 
It will also be noted that certain keys, such as the Nos. 214, 227, 228, etc., type1,1 have 

been modified so as to provide for mounting in a universal key shelf. In such cases, the uni

versal type keys have been coded by adding the letter "U" to the code of the former key_; 

th'J!:, a No. 214-A key when modified to mount in a universal key shelf becomes No. 214-AU. 
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