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SEE RATINGS 
BELOW 

No. 1025A thru 1025R: Consist of a plug-in printed wiring board producing a single carrier frequency output which is required 
for modulation and demodulation in the N4 or LTl systems . Twelve different carrier frequencie s equally spaced at 4 kHz 
intervals and ranging from 64 to 108 kHz, are required for the modem s in these systems . In addition, three frequencies 
280 kHz, 304 kHz, and 328 kHz are required for the N4 group unit s . 

Each generator unit utilizes a 4 kHz synchronizing signal from the 4 kHz generator unit to drive a pulse generator. The 
pulse generator output, which is a 1 µsec pulse repeated at 4 kHz intervals , produce s a multipli city of frequencies equally 
spaced at 4 kHz intervals over the band of interest of 64 kHz to 328 kHz. The amplitude of these frequencies varie s less 
than 3 dB over the band. 

Crystal filters are used at the output of the pulse generator to select the desired frequency. The output of the filter is fol
lowed by an AGC amplifier which provides regulated sine wave outputs. Even channel carrier generators provide two out
puts, one for the modem and the other for transmitted carriers. The odd channel and group carrier generators have a 
single output for the modems. 

The carrier generator output signal for modems is 100 MV peak from a 7-OHM source, while the transmitted 60 carrier 
output level is - 5.0 dBm into 75 OHMS. Even and odd harmonic components of the carrier signals are at least 60 dB be
low the carrier signal for both carrier generator outputs. The low impedance modem output, which serves as the distri
bution circuit , can provide carriers for 40 channel banks foor the LTl system or 24 banks for the N4 system. The trans 
mitted carrier output can feed up to 12 N4 terminals. 

Approximate overall dimensions are 10.700 inches long by 0.980 inch wide by 3.688 inches high. 

Initial use: N4 Carrier Supply. 

Code No. Channel Freq. (kHz) Ratin g Code No. Channel Freq. (kHz) Rating 

1025A 1 108 A.T.&T .Co.Std. 1025J 9 76 A.T.&T .Co.Std. 
1025B 2 104 " " 1025K 10 72 " " 
1025C 3 100 " " 1025L 11 68 " " 
1025D 4 96 " 1025M 12 64 " " 
1025E 5 92 " " 1025N GRPl 280 " " 
1025F 6 88 " " 1025P GRP2 328 " " 
1025G 7 84 " " 1025R · GRP 304 " " 
1025H 8 80 " " 
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