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NO. 125 TYPE OSCILLATORS SEE RATINGS 

BELOW 

Each is housed in an aluminum container measuring approximately 6.88 inches long by 2.50 inches wide by 4.00 inches high. 
A KS-19770 L7 connector extends from the back of this container to provide the necessary electrical connections. Mounting 
holes are provided for the appropriate mechanical support. Adjustments for both output levels and outputs frequencies are 
provided. Part of this package is a single oven approximately 2.50 inches by 4.00 inches by 4.50 inches which houses the 
oscillator circuitry and crystal unit. The remainder of the package houses the power supply, oven control, oven driver, and 
output amplifier with appropriate shielding. 

Functions as a temperature controlled crystal oscillator and provides a sinusoidal output with the following characteristics : 
Output level: No. 125A: Adjustable and set to +4 dBm ±1/4 dB. 

No. 125B, C, D: Adjustable and set to O dBm ±1/4 dB. 
Output impedance: 75 OHMS. 

Output frequency: No. 125A - 73.650,000 mHz adjustable ±0.0025'/,, 
No. 125B- 74.338,080 mHz adjustable ±0.0025% 

This code has a fine tune adjustment of about 300 Hz that permits the output frequency to be set 
within ±1 Hz. Both coarse and fine adjustments are located on the front panel. 

No. 125C-104.000,000 mHz adjustable ±0.0025%. 
No. 125D -105,000,000 mHz adjustable ±0.0025%. 

Spurious tones: Harmonically related >25 dB down . 
Non harmonically related >60 dB down. 

Frequency aging: < 5 X 10-• per day. 
Oven warm-up: Stable within ±5 X 10-• after 30 minutes of continuous operation. 
Power supply requirements (room temperature): 0.8 amps maximum at 24 volts during warm up, 0.25 amps maximum 
at 24 volts continuously after warm up. 

Initial use: Three Tone Swept IM Test Set Used to Adjust the Transmitter in AR6A . 

Code No. 

125A 
125B 
125C 
125D 

Comcode 

103 263 117 
103 263 125 
103 263 133 
103 263 141 

Rating 
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