
JANUARY 29, 196S ElD-49 & .. 50 RINGERS 
(Bear Marking "Bell System") (Special Sales Conditions Apply) 
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Biased ringers having a single gong with an internal resonator assembled 
under the gong and an external volume control which is continu
ously adjusted from loud to soft. One adjustment by an installer 
will permit the subscriber to silence the ringer, and another adjust
ment will lock the volume control in the silent position. 

Consists essentially of a single coil, a No. 648A capacitor, an interrupter 
switch assembly, and a ten-terminal connecting block which is in
tended to provide for interconnection of the ringer, a dial-lite trans
former, a telephone set mounting cord, the line, and the interrupter 
switch assembly. 

Have a gray-finished metal base and a plastic cover having color indi
cated in table. 

Arranged to permit a telephone set mounting cord to be brought in from 
either end, and line connections from either bottom or rear. 

Have a single coil with two windings. 
The inner winding is connected between terminals 1 & 6, and has a de 

resistance of 1000 ±10% ohms. The outer winding is connected be
tween terminal 1 & 7. The de resistance between terminals 6 & 7 is 
approximately 3650 ohms. The impedance across terminals 6 & 7 is 
minimum 97,000 ohms at 2 volts, 400 to 3000 cps, and 750-0 ohms at 
90 volts, 20 cps, with a 0.45 uf capacitor in series. 

A pair of interrupter contacts, actuated by the clapper rod, is provided 
to energize a relay to operate remote signals. Another pair of con
tacts, operated by the volume control cam in the loud position, dis
connects the interrupter contacts from the relay so that all signals 
except the ringer will be cut c1ff. 

Initial use: As an auxiliary ringing signal, connecting block, and con
trol for remote signals in the No. 2A farm interphone. 

Code 

ElD-49 
ElD-50 

Color of Cover 

Light Olive Gray 
Ivory 

Property of the Western Electric Company, Inc . 

Replaces 

E.'lB-49 
ElB-60 

Rating 

A.T.&T.Co.Std. 
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