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GIA. ALSO GENERAL DESIGN 

AND DIMENSIONS OF GIB S GIC. 

GIA, GIB & GIC RINGERS SEE RATINGS 
BELOW 

GlA: Biased ringer having a single gong, which also serves as a cover, and an ex
ternal volume control with three posit ions- full volume, low volume, and 
off. Subscriber operation to the off position is prevented by a screw which 
is removable at the option of the installer. 

Has a single coil with a tapped winding between the red and black leads. The 
slate and slate-red leads are 1000 ohm and 2650 ohm taps, respectively, from 
the black lead to permit use for bridged, two party, flat or message rate, and 
automatic ticketing services. A 0.45 uf capacitor in series with the coil is 
required for these services. The impedance with 2 volts, 400 cps, across the 
red and black leads is minimum 97,000 ohms. 

Equipped with terminal leads that have cord tips arranged for No. 4, 5, or 6 
screws. 

Intended to mount with the gong in a horizontal position and with the base 
isolated from the mounting surface by means of rubber grommets which are 
not furnished. 

Initial use: No. 661A type telephone sets. 
GlB: Same as GlA except for size, and gong is perforated to improve ringing quality. 

Initial use: No. 616A2-51 telephone set. 
GlC: Same as GlA except the volume control cam and stop screw are omitted, and 

the slate and slate-red leads on the coil are omitted. The gong has been 
raised to permit changing the bias spring position without disturbing the 
gong. 

Initial use: No. 236G type coin collectors. 

Dimensions (Inches) 

Code A B Rating 

GlA 1.800 0.305 A.T.&T.Co.Std. 
GlB 1.950 0.380 " " 
GlC 1.800 0.305 " " 
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