
JANUARY 31, 1979 
NO. 690Cl, C2 & C3 SUBSCRIBER SETS 

(Bear Marking "Bell Syst.em") (Special Sales Conditions Apply) 

SEE RATINGS 
BELOW 

No. 690Cl: Flush-mounted subscriber set equipped with apparatus as indicated in the 
table. 

Provided with a clear plastic face plate, two face mats colored gold and silver, and 
a snap-on bezel for retaining the face plate and a mat. 

The ringer has a volume control which protrudes through the face plate. 
The buzzer provides a means for signaling when required. 
Overall dimensions are 7.100 inches wide by 4.080 inches deep by 9.952 inches high. 
Initial use: With a No . 400 type key mounting and a ~o . 52 or 53 type head tele-

phone set. 
No. 690C2: Same as No . 690Cl except it is not provided with a face plate or mats and 

is provided with a bracket which is used to secure the subscriber set to the key 
mounting . The key mounting and subscriber set use a common face plate which 
is furnished as part of the key mounting. 

Overall dimen sions are 6.300 inches wide by 4.080 inches deep by 7.920 inches high. 
Initial use: With No. 420A3 and 421A3 key mountings. 

No. 690C3: Same as No. 690Cl except it is not equipped with a face plat.e, mats, or 
dust pan. It is equipped with a top plate and brackets for mounting the set in 
the dust pan of a key mounting. 

Overall dimensions are 6.140 inches wide by 4.073 inches deep by 8.330 inches high. 
Initial use: With No. 423A3, 424A3, and 425A3 key mountings. 

(*)Contains 

Code No. Dial No. Face Plate No. Network No. Rating 

690Cl 8CA-58 36Al ij~ A.T.&T .Co.Std. 
690C2 8CA-58 " " 
690C3 8CA-58 {~_SF " " 

(*) In addition to the apparatus listed, each set also contains a No. 241B amplifier, 
a KS-8109 buzzer, and a C4A ringer. 
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