
AUGUST 31, 1980 NO. 2568HAAMS TYPE TELEPHONE SETS 
(Card No. 1) 

Desk-type, common battery, modular TOUCH-TONE ® dial, six 
button, key telephone sets arranged for 2- and 4-wire service. 
Arranged for hold H and pickup P, as indicated in table . The 
spring combinations associated with the pickup buttons indi
cated in the table as (P) may be converted in the field for sig
naling. The pickup key buttons are of the illuminated type, i.e., 
when illuminated, they serve as line busy and/or incoming call 
signals . A blocking ring is furnished for use in blocking an 
unused button. Equipped with No. 51A lamps for illuminating 
the pickup buttons. The hold H button is arranged for, but not 
equipped with, a No. 51A lamp. 

Provided with a card -operated typ_e switch assembly, an exclusion 
switch assembly operated by hfting the left plunger, a printed 
wiring board assembly containing an MA4 relay which per
forms the necessary switching between 2- and 4-wire configura 
tions, a face plate, a metal base, a plastic housing, and other 
components shown in the table. 

Arranged for but not equipped with a P-90D052 guard assembly 
which provides a polarity guard and lightning surge protector 
for the polarity guard. 

Contain a KS-20419 Ll buzzer operating on 10 Vac. If required 
-for ac and de operation, arranged for but not equipped with a 
KS-8109 buzzer which may be ordered separately when required. 

Equipped with a line switch assembly which breaks both the tip 
and ring sides of the line instead of the ring side only. 

Connections of the telephone set to associated equipment are pro
vided through a 50-conductor cord which employs a plug con
nector that mates with that of an A25B connector cable . 

Overall dimensions are 5.625 inches wide by 5.234 inches high by 
9.621 inches deep. 

Intended for use in lAl and 1A2 or 6A Key Telephone Systems 
and No. 3 Type or 4A Speakerphone Systems. 
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