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CATALOG NO 904 

No. 104A TEST SET A.T.&T.CO. 
STANDARD 

S ecial Sales Conditions A 

Portable test set. Provides a m~ans for automatically checking circuit continuity during 
splicing operations when tra~sferring telephone circuits from one pair to another dur
ing a cable cut-over, without interrupting continuity of the telephone circuits and 
without objectionable reaction on any type of service, exclusive of program trans 
mission . 

May be used on both toll and exchange cable during cut-overs of carrier circuits where 
there is little opportunity to transfer on a pair when all channels are idle on that pair. 

Operates as an 85 cycle oscillator in the continuity testing portion of a circuit and as a 
1000 cycle oscillator in the audio output portion. 

Produces a signa l audible in -a head receiver when continuity is established during various 
phases of splicing operations. 

Component apparatus is assembled in a metal case provided with a hi-nged cover and a 
carrying strap. Contains a compartment for batt er ies and one for storing cords. 

The following apparatus required for operation of this set is furnished: 
One WlAN cord. 
One P2CG cord equipped with two No. 310 plugs with black shells. 
Two W2,GC cords each equipped with a-No. 310 plug with black shell. 
One R.1Q.A. type 1R5 electron tube. 
Two R.C.A. type 1 U 4 electron tubes. 

Two KS14369 batteries and two KS14495 batteries are required for operation, but are not 
furnished and must be ordered separately. 

'Intended for use on cut-overs of cable sections up to approximately 120 ohms loop re
sistance. 
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