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NO. 245 TYPE SWITCHES 
(Card No. 1) 

SEE RATINGS 
BELOW 

Each consists of apparatus such as diodes, resistors, transistors, etc., 
mounted on a printed wiring board . Terminated in a KS-19267 Ll 
connector for plug-in mounting at one end. The other end is 
equipped with test jacks. 

Overall dimensions are 5.250 inches long by 3.850 inches wide by depth 
indicated in table, not including the connector terminals which 
extend 0.218 inch beyond the 3.850 inch dimension. 

No. 245A: Clock shaper and gate. Clock shaper receives a 6 volt peak
to-peak 1.024 me sine wave and converts it to a symmetrical square 
wave for a timing logic pulse . Switching gates are for timing an 
8 kHz and 64 kHz pulse used by an associated discriminator. 

Operates from 50 kHz to 2.2 me from a 9 to 12 volts de supply. The 
current requirement at 12 ± 1.2 volts de is 30 ± 10 milliamperes. 

Initial use: No. lA Counter. 

5 .250" 
No. 245B: Frequency doubler and gates. Frequency divider receives a 

6 volt, 308 kHz square wave and will double its frequency for an 
associated binary counter and gating circuit. The gating circuit 
and associated diode "AND" gate circuit detects when the binary 
counter has counted 77 of 616 kHz pulses. A reset amplifier resets 
all the counters in the frequency divider to zero state each time 
the frequency divider has counted 77 pulses. The reset amplifier 
is a monostable multivibrator that generates an accurate time in
terval for the reset pulse. The current requirement at 12 ± 1.2 
volts de is 15 to 35 milliamperes. 
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o 245D SWITCH 

NO. 245D ALSO GENERAL DESIGN 
AND DIMENIONS OF NO. 245 TYPE 

Initial use: No. 1B Counter . 

Code 
No . 

245A 
245B 

Dim. (Inches) 
A 

0.500 
0.412 

Property of the We stern Electric Company, Incorporated 

Contains Test 
Jacks Rating 

7 A,T.&T.Co.Std.(ML) 
3 A.T.&T.Co._Std. 
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