
APRIL 30, 1979 
NO. 324 TYPE SWITCHES SEE RATINGS 

BELOW 
(Card No. 4) 

Code 
No. 

(a) (j )324AA 

(a)324AB 
324AC 

(a)324AD 
324AE 

(s)324AF 
(a)324AG 
(a)324AH 
(w)324AJ 

(w)324AK 

Selecting Magnet Holding Magnet 
Resist· Resist• No. 

Operate ance Operate a nee of 
(Ampere) (OHMS) (Ampere) (OHMS) Wires 

.o78 240 .0345 330 4 

.036 600 .0165 1570 5 

.0345 600 .0165 1570 3 

.175 (d) 43 (t) .025 1250 4 

.175 (d) 43 (t).025 1250 (k) 
.0345 600 .0165 1570 3 
.078 240 .021 1250 6 
.175 43 (t) .025 1250 6(m) 
.0345 600 (t).030 900 6(n) 

.0345 600 (t).030 900 6(n) 

Position 
of 

Vertical 
Units 

0 to 7 
0 to 9 
0 to9 
0 to9 
0 to9 
0 to9 
0 to 9 
0 to 9 
0 to9 

0 to9 

(a) Equipped with dust cover over selecting off-normal springs. 
(d) Requires an additional external series resistance. 
(e) See Card No. 2. 
(j) 80 cross point switch. 
(k) The cross points at either of the two bottom horizontal levels 

and at any one of the other horizontal levels on any one 
vertical unit may be operated simultaneously, thereby 
operating a total of nine contacts of which five are in 
either of the two bottom level s and four are in any one 
of the other levels. 

(m) The cross points at any one of the three top horizontal level s 
and at any one of the other horizontal levels on any one 
vertical unit may be operated simultaneously, thereby 
operating a total of eight contacts of which two are in 
any one of the three top levels and six are in any one of 
the other levels. 

Off-Normal Springs 
Selecting Holding 

Spring (e)Con- Spring (e)Con• 
Comb. tacts Comb. tacts 

1 make HB2 fl transfer- } 
l continuity HB2 

1 make B2 1 make B2 
centering 2 breaks B2 

1 make HB2 balance 
1 make HB2 balance 

centering 2 breaks B2 
1 make HB2 2 continuities B2 
1 make HB2 1 make B2 

centering 2 breaks B2 

centering fl break } B2 ll transfer 

Re• 
places 

No. Rating 

314AA A.T.&T.Co.Std.(ML) 

314AB 
314AC 
314AD 

A.T.&T.Co.Std. 

Mfr. Disc . 
A.T.&T.Co.Std. 

" 

( n) The cross points at either of the two bottom horizontal levels 
and at any one of the other horizontal levels on any one 
vertical unit may be operated simultaneously, thereby 
operating a total of nine contacts of which three are in 
either of the two bottom levels and six are in any one of 
the other levels . 

(s) The armatures of the vertical units are equipped with damp
ing cones. 

(t) With two selecting magnets operated . 
(w) Designed to operate on 47.5 to 51.5 volts. Can also operate 

on 45 volt s, but may result in hesitation and contact 
chatter up to 65 milliseconds after holding magnet 
circuit is closed . 
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