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NO. 642A, ALSO GENERAL DESIGN 
AND DIMENSIONS OF NO. 8429 

CATALOG No. 

Nos. 642A & B INPUT TRANSFORMERS SEE RATINGS 
BELOW 
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NO. 642B 

Closest recommended mounting centers are 1-3/4 inches by 2-5/8 
inches. 

No. 642A: Consists essentially of a coil having an air core and 
enclosed in a metal can. Intended to be used at single fre
quencies over the frequency range of 463,000 to 606,000 cycles 
per second. 
Intended for use in the J64031A transmission measuring set, 

No. 642B : Consists essentially of a coil having an air core and 
potted in a metal can. Intended to operate from a 75 ohm co
axial cable to the input of a feedback amplifier and from the 
output of the feedback amplifier to a 75 ohm coaxial cable. 
Has an impedance ratio of 75 to 1470 ohms between windings 
(1-2) and (3-4) when winding (3-4) is tuned. Intended to op
erate over the frequency range of 9.664 to 12.436 megacycles 
per second. 
A 1470 ohm resistance and an 8 to 17 mmf. variable capaci
tance are connected in parallel between terminals 3 and 5 to 
provide the resistive and tuning capacitance termination for 
winding (3-4). Terminals 4 and 5 are intended to be strapped 
when input transformer is in use. 
Intended for use in the J68829B amplifier in telephone ter
minals of the L3 carrier telephone system, 

Code No. 

642A 
642B 

Approx. D.C. Res. 
(Ohms) of Winding 
(1-2) (3-4) 

2.1 1.5 
0.40 5.2 

Rating 

A.T.&T.Co.Std. (ML) 
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