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NO. 2591 TYPE TRANSFORMERS 

(Card No. 10) 
SEE RATINGS 

BELOW 

No. 2591CG: Has an impedance ratio of 95:95 + 95 OHMS between terminals (3-4) :(6-9)+(7-8). Output ports (6-9) and 
(7-8) are balanced. Transformer loss from input port (3-4) to either of the output ports is approximately 0.4 dB at 8 MHz 
when network port (1-2) is terminated in 47.5 OHMS. Terminal 10 is the center tap of winding (3-4). 

Initial use: J6_8929AB and AE, A6 System. · 
No. 2591CH : Designed for transmission of FM carrier at 500 KHz from 3000 to 3000 OHMS between windings (1-2) (3-4) 

and (7-8) (9-10). Has a turns ratio of 1 :1 :1 :1 between windings (1-2): (3-4): (7-8): (9-10). Winding (1-2) has a min
imum inductance of 3.6 mH at 10 kHz, 0.14 volt ac. 

Initial use: 215A Repeater, High Voltage Telephone Circuit. 
No. 2591CJ: Designed for transmission of FM Carrier at 500 kHz from 600 to 3000 OHMS between windings ( 4-7) and 

(1-10) (9-2). Has a turns ratio of 1:1.13:1.13 between windings (4-7):(1-10):(9-2). Winding (4-7) has a minimum in
ductance of 4.0 mH at 10 kHz, 0.5 volt ac. 

Initial use: No. 215A Repeater, High Voltage Telephone Circuit. 
No. 2591CK: Intended to operate as a pulse transformer. Has a turns ratio of 1:1:1 :1 between windings (5-4) : (3-2):(7-9): 

(10-6), respectively. Equipped with an electrostatic shield between windings (5-4) (3-2) and (7-9) (10-6) and connected 
to terminal 8. Winding (5-4) has a minimum inductance of 1.43 mH at 10 kHz, 0.3 volt ac . Insulated to withstand 
1500 volts ac breakdown between windings, windings and shield, and windings, shield, and can. 

Initial use: Loop-Signaling Extender. 

Frequency 
Fig. Range 

Code No. No. (kHz) ( 1-2) (1-10) (2-9) (3-2) 
(t)2591CG 3 
(u)2591CH 3 500 6.5 
(v)2591CJ 3 500 6.4 7.0 
(w)2591CK 3 1.04 

(t) There are no connections to terminal 5. 
(u) There are no connections to terminals 5 and 6. 
(v) There are no connections to terminals 3, 5, 6, and 8. 
( w) There is no connection to terminal 1. 

Approximate DC Resistance 
(OHMS) of Windings 

(3-4) (4-7) (5-4) (5-7) (6-8) 
0.39 0.32 
9.1 6.9 

6.0 
1.0 
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(7-9) (9-10) (10-6) Rating 
0.30 

8.0 
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