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NO. 2692 TYPE TRANSFORMERS 

(Card No. 11) 

No. 2692AF: Intended to operate a single frequency of 104.08 kHz. 

SEE RATINGS 
BELOW 

Has an impedance ratio of 135 to 135 plus 135 OHMS between windings (3-7) to (9-12) plus (8-11). A network resistor of 
67.5 OHMS is required between terminals 1 and 2. External connection must be made between terminals 2 and 4 and be
tween terminals 1 and 5. 

Transmission loss above the 3 dB hybrid loss is .11 dB. 
Initial use: 1009AA Network. 

No. 2692AG: Intended to operate at a single frequency of 100.08 kHz. 
Has an impedance ratio of 38 to 34 plus 17 turns between windings (1-10) to (2-9) plus (4-7) when terminal 3 is connected 

to terminal 4 and terminal 7 is connected to terminal 8. 
Designed to be connected in pairs to form a 2-coil hybrid having an impedance ratio of 135: 135 + 135: 135 OHMS and hav

ing a power split of 1 and 7 dB. 
Transformer loss shaping is less than 0.1 dB above the ideal hybrid loss at the operating frequency. 
Initial use: J68954DC CFA. 

No. 2692AH: Intended to operate over the frequency range of 60 to 1000 kHz. 
Has an impedance ratio of 75 to 600 OHMS between windings (3-8), (4-7) and (1-10), (2-9) with 3 connected to 4, 8 to 7, and 

10 to 2. 
Terminals 10 and 2, when connected, form a center tap for the 600 OHM winding. 
An electrostatic shield is provided between windings and is connected to terminal 6. 
The inband insertion loss is less than 0.2 dB. 
Initial use: 1008 Networks. 

No. 2692AJ: Intended to be connected together to form a two-coil hybrid with an impedance ratio 75 to 75 plus 75 to 75 OHMS 
and a power split of 2.4 and 3.7 dB that operates over the frequency range of 60 to 3100 kHz. 

Has an impedance ratio of 20 to 15 plus 13 between windings (3-8) , (4-7) to (1-10) plus (2-9), with 3 connected to 4 and 8 
connected to 7, 

Code No. 
(a)2692AF 
(b)2692AG 
(c)2692AH 
(c)2692AJ 

( 1-9) 
0.39 

Approximate DC Resistance (OHMS) of Windings at 68 ° F 
(1-10) (2-8) (2-9) (3-7) (3-8) (4-7) (11-5) 

0.85 
0.30 
0.25 

0.39 2.32 0.48 
0.64 
0.30 
0.25 

0.36 
0.42 
0.08 

0.36 
0.42 
0.08 

(a) There are no internal connections to terminals 6 and 10. 
(b) There are no electrical connections to terminals 5, 6, 11, and 12. 
(c) There are no electrical connections to terminals 5, 11, and 12. 
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