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NO. 2718 TYPE TRANSFORMERS 

(Card No. 2) 

SEE RATINGS 
BELOW 

No. 2718K: Intended to operate over the frequency range of 1 72 to 264 kHz. Over this range the in band transformer loss is less 
than 0.25 dB and the 135 OHM return loss is greater than 30 dB. The transmission shaping is less than 0.20 dB from 30 
kHz to 1 mHz and the 135 OHM return loss is greater than 20 dB from 40 kHz to 700 kHz. 

Has an impedance ratio of 135:1000 OHMS between windings (1-10) and (2-8) (3-9) with 8 connected to 3. The 8 to 3 con
nection forms a center tap for the 1000 OHM winding. Winding (4-5) is used as a high impedance voltage pick-off and is 
not included in the above ratio. 

An electrostatic shield between windings is connected to terminal 6. 
No. 2718L: Intended to operate over the frequency range of 60 to 300 kHz. 

An equal ratio 3 dB balanced hybrid having an impedance ratio of 14 to 8.33 plus 8.33 OHMS between windings (5-6) to 
(7-9) plus (8-10). Transmission loss above the 3 dB hybrid loss is 0.15 dB. A network resister of 4.17 OHMS is required 
between terminals 1 and 2. External connections must be made between terminals 1 and 4 and between terminals 2 and 3. 

No. 2718M: Intended for use over the frequency range of 60 to 300 kHz. 
An equal ratio 3 dB balanced hybrid having an impedance ratio of 14 to 6.41 plus 6.41 OHMS between windings (5-6) to (7-9) 

plus (8-10). Transmission loss above the 3 dB hybrid loss is 0.2 dB. A network resistor of 3.2 OHMS is required between 
terminals 1 and 2. External connections must be made between terminals 1 and 4 and between terminals 2 and 3. 

No. 2718N: Intended for use as a DC to DC converter. 
Has a turns ratio of 1 :2 :2 :26.1 between windings (5-6): (1-10): (2-9): (3-8) respectively. 
Inductance across winding (1-10) is 526 µH maximum and 496 µH minimum. 
Comcode: 103 319 828 

No. 2718P: Intended for use as a pulse transformer. 
Has a turns ratio of 1: 1 :1.25 :0.22 between windings 0-10): (2-9): (5-6): (3-8) respectively. 
Inductance across winding (1-10) is 1.28 µH maximum and 1.52 µH minimum. 
Comcode: 103 550 828 
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