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NO. 3030A TRANSFORMER A.T.&T.CO. 
STANDARD 

A laminated shell-type transformer consisting of a winding assembly 
arranged on a center leg of E and I lamination. Open-type construc
tion with 10-inch flexible leads . 

Secured by four brackets equipped with feet for mounting purposes on 
the coil and opposite the leads . The feet of two of the brackets are pro
vided with 0.26-inch wide slots and the feet of the other two contains 
a 0.164-32 tapped hole. 
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When operated from a 117 volt ±10 % 60 Hz ±6 % power source, the two 
tapped secondary windings (3-12) and (4'-13) may be connected t.o 
form a center tapped winding to provide either 8 volts or 9 volts at 
6 ampere s into a full wave rectifier and capacitor input filter to obtain 
8 volts, terminals 4 and 4' are connected to form the center tap of 
winding ( 3-4-4' -5), terminals 4 and 4' are connected to form the center 
tap of windin g (3-4-4'-5), and terminals 12 and 13 are not used. 

To obtain 9 volts, terminals 4' and 12 are connected to form the center tap 
of windin g (3-12-4'-13) and terminals 4 and 6 are not used. Trans
former winding (6-7-8) furnishes approximately 30 volts at 1.5 am 
pere s into a bridge type rectifier and capacitor input filter. Winding 
,(9-10-11) provide approximately 34 volts at 0.1 ampere into a bridge 
type rectifier and capacitor input for bias supply. 3,600' 
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A 130°C thermal protector is incorporated in the construction of primary 
winding (1-2) a nd is designed to open the ac supply source to the 
transformer in the event of overheating of the primary . The operating 
ambient temp erature range is 0° to 60°C. 

Approximate weight is 6 pounds. 
Initial use : No. 224B and 224C Power Units. 

Maximum DC Resistance (OHMS) of Windings at 68°F 

*(1-2) (3-12) (4-13) **(6 -8) (9-11) 

1.82 0.036 0.036 0.218 1.30 

(*) Includes thermal protect.or . 
( • •) Leads 7 and 7' are tied. 

J>ropert:, of the Weatern Electric Compan:,, Inr. Printed In U.S.A. 


