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SEE RATINGS 
BELOW 

No. 3069A: Primary is center-tapped and each half is alternately energized by a 20 Hz ±0 .2% square wave inverter. The normal 
input supply voltage to the inverter is 44 to 53 volts de. Two floating 100-volt rms output voltage windings are provided 
on the transformer. The output voltage of one winding is superimposed on -48 Vdc and the output of the other winding 
is superimposed on +48 Vdc to provide superimposed positive and negative ringing in the KW2 Ringing Generator. 

The ac output voltages are regulated to within ±4% under the combined effects of supply voltage variation, load current 
changes of Oto 200 ma ac at load power factors of unity to 0.85 leading, and an ambient temperature range of -40 to 
+65°c. 

Approximate weight is 12.5 pounds. 
Initial use: KW2, Series 2, Ringing Generator. 
Comcode: 103 125 910 

No. 3069B: Similar to No. 3069A except normal input supply voltage to the inverter is 34 to 47 Vdc. Input voltage boost taps 
are provided on either-side of the center-tapped primary winding to provide ±55 volts de out of a full-wave rectifier and 
capacitor input filter when the supply voltage is 43 Vdc and the load current is 100 ma ac. Maximum load on the rectifier 
is 150 ma de. The nominal ±55 Vdc is used to provide superimposed positive and negative ringing. 

Approximate weight is 12.5 pounds. 
Initial use: KWlB, Series 3, Ringing Generator. 
Comcode: 103 180 873 

Maximum DC Resistance (OHMS) of Windings at 20°C 

Code No. 

3069A 
3069B 

(1-2) 

3.75 
1.65 

(2'-3) 

3.75 
3.00 

(3' -4) ( 4' -5) 

3.00 1.65 

(6-9) 

5.5 
5.5 

(10-13) 

5.5 
5.5 
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(13'-16) 

14.5 
14.5 

Rating 

A.T.&T.Co.Std. 
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