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NO. 373P & T TRANSFORMERS SEE RATINGS 
BELOW 

Each consists of windings on a silicon steel core potted in a metal can. The mounting 
screws are electrically connected to the can. 

Closest recommended mounting centers are 1.76 inches by 1.76 inches. 
No. 373P: With 7 volts 60 Hz applied to winding (6-6), winding (7-9) delivers 0.26 

ampere at approximately 4 volts, and the input current and power are approxi
mately 0.26 ampere and 1.4 watts, respectively. Primary winding (6-6) is pro
vided with taps 1, 2, 3, 4 and 12, so that with 6.4 to 7.0 volts applied to winding 
(6-6) and with a secondary load of .045 to .260 ampere on winding (7-9), taps 
can be selected to obtain 4,0 ±.04 volts on winding (7-9). 

Initial use: J68791M. 
Replaces D-175181. 

No. 373T: With 116 volts 60 Hz applied to winding (1-3), or 110 volts 60 Hz applied to 
winding (1-2), or 120 volts 60 Hz applied to winding (1-4), windings (6-6), (7-9), 
and (10-12) each deliver 0.180 ampere at approximately 12.6 volts. Terminals 8 
and 11 are center taps on windings (7-9) and (10-12), respectively. Terminals 2 
and 4 are plus and minus 6 volt taps, respectively, on winding (1-3). Provided 
with an electrostatic shield between winding (1-4) and the other windings, which 
is connected internally to the core and case. 

Initial use: J68374A. 

Code Has Terminals A~prox DC Resist. (OHMS) of Winding 
No. at (1-4) (2-5) (5-6) (7-9) (9-12) (10-12) Rating 

373P f 1,2,3,4,5,6, ) 
) 7,9 & 12 f 0.47 0.33 Mfr. Disc. 

373T 1 thru 12 171.0 6.6 7.4 8.3 A.T.&T.Co.Std.(ML) 
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