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NO. 415S ALSO GENERAL 
DESIGN AND DIMENSIONS 

OF NO. 415T 

NO. 415T 

NO. 415S & T TRANSFORMERS SEE RATINGS 
BELOW 

Each consists of windings on a silicon steel core potted in a metal can. 
Each is provided with an electrostatic shield between the primary and secondary windings, 

which is connected to the core and case. 
Closest recommended mounting centers are 3.125 inches by 3.250 inches. 
Intended for use in the J86489A Power Supply of the 81D1 Teletypewriter Switc'..ing 

System. 
No. 415S: With 105, 111, 117, or 123 volts, 60 Hz, applied to winding (1-2), (1-3), (1-4) 

or ( 1-5 ), respectively, winding ( 6-8) delivers 0.84 ampere at approximately 24 volts 
to a full wave rectifier. Winding (6-8) is intended to be operated at ground potential. 
Terminals 2, 3, and 4 are taps on winding (1-5). Terminal 7 is a center tap on winding 
(6-8). 

No. 415T: With 111, 117 or 123 volts, 60 Hz, applied to winding (1-2), (1-3) or (1-4), 
respectively, winding (5-8), (5-7) or (6-7) delivers 1.0 ampere at approximately 20.4, 
18.8 or 18.0 volts, respectively, to a filament load. Winding (9-10) delivers 0.2 ampere 
at approximately 48 volts to a lamp and bell ringing load. Windings (5-8) and (9-10) 
are intended to be operated at ground potential. Terminals 2 and 3 are taps on winding 
(1-4) and terminals 6 and 7 arP taps on winding (5-8). 

Code __ _ Maximum DC Resistance (Ohms) of Winding at 20°C 

No. (1-2) (1-3) (1-4) (1-5) (5-6) (5-7) (5-8) (6-7) (6-8) (9-10) Rating 
-- ----- - - -- - --- ---- - --------- -----------

415S 9.87 10.67 11.23 11.80 0.391 0.782 - A.T.&T.Co.Std. 
415T 20.0 21.0 22.0 -- 0.047 0.870 0.960 12.6 Mfr. Dise. 
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