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NO. 38 TYPE POWER UNITS 
(Card No . 2) 

SEE RATINGS 
BELOW 

Each is a plug-in de-to-de convertor, consisting of a printed wiring board assembly and associated apparatus assembled in a metal framework. 
No. 38El : Operates from - 48 Vdc battery plants . Supplies a constant ±160 mA ±3% current at 50 to 270 Vdc. The output voltage is determined by the external 

load impedance. 
Designed to mount in the office power supply framework of the T2 carrier system and is used to power the T2 repeatered line. 

No. 38Fl : Same as No. 38El except has an additional output of 5.0 V ±2% at a load current range of 450 to 850 mA. 
Also has an additional output of 160 mA for powering either one or two T2 office regenerators . 

No. 38G: Same as No. 38E except designed to operate from -24 Vdc battery plants. 
No. 38H: Same as No. 38F except designed to operate from -24 Vdc battery plants . 
No. 38J: Similar to No. 38El except designed or use in bays with low-power regenerators. Provides a constant current of 70 mA, ±3%, at the power supply output. 

Intended for use in intermediate repeater powering station for low-power application. 
No. 38K: Similar to No. 38Fl except designed for use in bays with low-power regenerators . Provides a constant current of 70 mA, ±3%, at the power supply output . 

Intended for use in span terminating bays for low power application. 
Overall dimensions are approximate ly 12.12 inches long by 3.18 inches wide by 7.80 inches high. 
Approximate weight is 8.0 pounds. 
Initial use: T2 Digital Line. 

Code No. Comcode Rating 
38El 102 905 882 A.&M. Only 
38Fl 102 905 890 
38G 102 223 393 

38H 102 223 401 

38J 103 552 501 A.T.&T.Co.Std. 
38K 103 552 519 

Property of AT&T Printed in U.S.A. 


