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BELL SYSTEM PRACTICES 
S.N.E.TEL.CO. 

ADDENDUM 461-220-100SN 
ISSUE A, NOVEMBER 1976 

1. General 

MOBILE HOME WIRING 

PERMANENT TYPE 

1.01 This addendum supplements and changes information in 461-220-
100. 

Change 1.03 to the following: 

1.03 Refer to BSP 460-100-400SN for additional information on 
station protection, placing and testing gas tube protectors 

and CATV considerations. 

4. Installing Station Protector 

Add the following to 4.02: 

(e) Where the power ground is some distance from the mobile 
home and at a common distribution point with the tele
phone facilities (as shown in Figure 1A), place a 116C 
protector at the distribution point. Ground the pro
tector with #6 AWG ground wire to the best available 
ground and bond to the power system ground. Place a 
second protector at the mobile home in the standard 
manner, ground it with #12 AWG ground wire to the best 
available ground and bond the chassis to the protector 
with #10 AWG ground wire. 

(f) Where the power ground is some distance from the mobile 
home and not at a common distribution point as in Figure 
lA and there is no means of bonding to the power system 
within 15 feet of the mobile home, place standard pro
tection at the mobile home using the best available ground. 
The customer should be informed of the need of a power 
ground and should be requested to notify the telephone 
company when the ground has been provided. The procedure 
for notifying the customer should be covered by local 
instructions. The telephone protector grounding elec
trode must be bonded to the power ground electrode 
as soon as the power ground is installed. 

Caut~on: The mob~le home eha~~~~ mu~t be bonded d~~eetly 
to the telephone p~oteeto~ o~ to the ~tat~on 
g4ound (~ee Pa4ag4aph 4.07). 

Not~ee 
Not fio4 u~e o4 d~~elo~u4e out~~de 
Southe4n New England Telephone Co. 
except unde4 W4~tten ag4eement. 
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ADDENDUM 461-220-lOOSN 

In Paragraph 4.03, delete reference to Table A. Refer to 460-100-
400 for the selection of the grounding medium. 

Add the following to Paragraph 4.03: 

4.03 The minimum size wire used by SNET is #12. It will be used 
in place of #14. 

Change Paragraph 4.04 to the following: 

4.04 If separate grounding electrodes are used, they shall be 
bonded together with a #6 bond wire. It must be buried 

deep enough to protect it. 

5. CATV 

5.01 Grounding and bonding procedures are as follows: 

SUBSCRIBERS LOCATION 
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(a) CATV companies are required to ground the outer conductor 
of their coaxial service drop wire at the subscribers 
location in accordance with the National Electrical Code. 
The preference of grounding is the same as the telephone 
grounding preferences. 

(b) CATV is required to bond to the power company ground 
with a #6 bonding wire where power and CATV grounds are 
not common. The bond between the teleahone ground and 
power service grouna completes the bon between CATV 
ground and telephone ground. 

Note: Vu~ing a ~tation in~pection, i6 the CATV i~ 6ound not 
g~ounded o~ bonded p~ope~ly, the ~ub~c~ibe~ ~hall be 
noti6ied o6 the condition. It will be the ~ub~c~ibe~·~ 
~e~pon~ibility to contact CATV. Telephone employee~ 
~hall not take it upon them~etve~ to alte~ the CATV 
bonding o~ g~ounding, o~ to di~ectly bond telephone 
and CATV g~ound. 
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FIGURE lA 
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